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ARIALUCE ROLLER SHUTTERS
aluminium roller shutters with loops between thicker slats

The roller shutter is made up of extruded aluminium slats, filled with eco-friendly expanded 
polyurethane, alternate curvy lateral stops included.
Special insulation is available with high density polyurethane (for greater hail dent resistance). 
Terminal slat is made up of extruded aluminium with seals and eventual terminal bolts or stan-
dard key lock.
Terminal slat is available only on one colour (only on a small number of colours):
it can happens that the terminal slat is coloured differently from the roller shutter.
Fundamental ARIALUCE roller shutter property is that particular long loop in the slat: with the 
roller shutter closed it allows a good aeration and better room lighting.

Normal: roller couplings and conic caps 
Optional: terminal bolts or standar key lock or knob
Tracks: aluminium with noiseproof brushes

ARIALUCE shape
ARIALUCE:

◊ Shape: 12 x 50 mm
◊ Weight (ca.): 5,0 kg per m2

◊ Fill: polyurethane
ARIALUCE HD:

◊ Shape: 12 x 50 mm
◊ Weight (ca.): 6,0 kg per m2

◊ Fill: high density polyurethane
NOTE: maximum advised length of 420 cm

XL measure loops
Windows measures (5,5 mm high, 180 mm 
wide), higher than standard ones (2 mm high, 
17 mm wide) improves, with close roller shutter, 
aeration and room lighting.


