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Roller shutter slats are inserted together have watertight stops and holes for airation and sun 
shining.
A wide range colours is available. They have excellent thermoacoustic insulation enhanced by 
inner tubes in the slats and resin features.
Glass fiber is inserted in the slats (both on internal and external sides) to prevent bend effect 
on high length measures and to enhance rigidity.
There is a co-extruded external plate that protect the colour pigment and make it more resi-
stent to weathering and pollution.
Suitable for ISOLANT roller shutters.

PVC+GLASS FIBER ROLLER SHUTTERS
PVC with glass fiber roller shutter

PIU` RIGIDO

RESISTENTE ALLA SALSEDINE

Indicato per luci considerevoli 
Indicato per localita` costiere

STANDARD shape
◊ Shape: 14 x 45 mm
◊ Weight: 6,8 kg/m2 circa

PROPERTIES:
◊ hail resistant
◊ deformation resistant
◊ dent resistant
◊ colour fade-proof
◊ transparent protective film

LIGHT shape
◊ Shape: 12 x 51 mm
◊ Weight: 5 kg/m2 circa

PROPERTIES:

◊ deformation resistant
◊ dent resistant
◊ minimum room required

suitable for ISOLANT shutter box
The particular curvy shape allows to reduce dia-
meters and room needed and makes it suitable for 
ISOLANT shutter box

MORE RIGID 
advised for high length 

measures

   SALT RESISTANT
      advised for coast    
                places


