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NOT suitable for ISOLANT shutter box
MEDIUM PVC:

◊ Shape: 14x45 mm
◊ Rigid pvc: kg 5/mq circa;
◊ Shockproof pvc: kg 4,5/mq circa

HEAVY PVC:
◊ Shape: 14x45 mm
◊ Rigid pvc: kg 6/mq circa;
◊ Shockproof pvc: kg 5,5/mq circa

Extruded roller shutters are made of rigid polivinile chloride with high quality stabilisers, tested 
against degrading effect of sun light and weathering (not true for wood-similar paintings). They 
have excellent thermoacoustic insulation enhanced by inner tubes in the slats and resin fea-
tures. Slats are inserted together have watertight stops and holes for airation and sun shining. 
Slats have a double hook that hitches up and ensures logrolling. With high length measures 
and/or with dark colours, metal bars with maximum frequency R: 1-2 are inserted in the slats 
to prevent bend effect. 

Normal: roller couplings and conic caps
Optional: terminal bolts

PVC ROLLER SHUTTERS
PVC roller shutters, rigid or shockproof, with thermoacoustic insulation

suitable for ISOLANT shutter box
EXTRA: 

◊ Shape: 14x45 mm
◊ Rigid pvc: kg 4,7/mq circa; shockproof PVC: kg 4,2/mq circa
◊ Cheapest version

DELTA: 
◊ Shape: 14x45 mm
◊ Rigid pvc: kg 5,0/mq circa; shockproof Pvc: kg 4,5/mq circa
◊ Cheap and roboust

MONDIAL: 
◊ Shape: 14x45 mm
◊ Rigid pvc: kg 6/mq circa; shockproof Pvc: kg 5,5/mq circa
◊ Best weathering resistance.


